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Light emitting diodes are very compact and durable semiconductor devices that
possess extraordinary physical properties for the generation of light. The white LED
quietly moved from the middle of the 1990s to a point where, today, the lighting mar-
ket is completely revolutionized. With the industry of solid state lighting demanding
for always brighter and economic LEDs, the scientific research responds with innova-
tive layouts and more efficient materials also mixed with applied nanotechnologies.
Hybrid white light emitting diodes, for example, also use blue LEDs but replace the
conventional inorganic material for color conversion with an organic dye that has a
higher quantum conversion yield. The combination of a nanostructured blue light
source with organic dyes can lead to another interesting structure that it is worth
investigating on.
In this work, two layouts for novel hybrid white light emitting diodes were designed,
fabricated and characterized. The first one consisted in a heterojunction ZnO/GaN
nanowire-based hybrid device that showed an easy processing with a low-cost
acqueous solution growth technique; the color conversion achieved with an organic
perylene-based yellow dye coating led to the realization of a cold white hybrid LED.
The second device exploited the properties of the organic conversion layer at the
maximum of its capabilities with the use of an high-brightness GaN/InGaN blue
pump source. Moreover, mixing yellow and red organic dyes resulted in the color
tuning of the hybrid structure’s emission. Finally, a detailed study of the conversion
layer stability was also reported together with the solutions that can be adopted to
obtain the best performances out of the hybrid white light emitting diode.
i
Sommario
I diodi ad emissione luminosa sono dei dispositivi a semiconduttore che posseggono
straordinarie proprietà fisiche di generazione della luce. Il primo LED bianco si
è mosso silenziosamente dalla metà degli anni 90 fino a un punto in cui, oggi, il
mercato dell’illuminazione è stato totalmente rivoluzionato. A fronte dell’industria
dell’illuminazione a stato solido che richiede LED sempre più luminosi ed economici,
la ricerca scientifica risponde con strutture innovative, nuovi materiali più efficienti,
anche combinati con l’uso delle nanotecnologie applicate. I diodi bianchi ibridi
ad emissione luminosa, ad esempio, fanno anch’essi uso di un LED blu, come in
un tradizionale diodo bianco, ma in essi il materiale inorganico convenzionale per
la conversione del colore è sostituito da un colorante organico cha una maggiore
resa quantica. La combinazione di una sorgente blu nanostrutturata con tali col-
oranti costituisce un’interessante struttura non ancora esaustivamente studiata in
letteratura.
In questo lavoro, due strutture per diodi bianchi ibridi innovativi sono state proget-
tate, fabbricate e caratterizzate. La prima consiste in un dispositivo a eterogiunzione
ZnO/GaN, basato su nanofili di ossido di zinco, ottenuto con una tecnica di crescita
in soluzione acquosa a basso costo; la conversione del colore, ottenuta tramite un
colorante organico giallo a base di perilene, ha portato alla realizzazione di un
LED ibrido bianco a luce fredda. Il secondo dispositivo ha sfruttato al massimo le
proprietà dello strato organico di conversione del colore, facendo uso di una sor-
gente blu di pompa basata su una struttura GaN/InGaN ad alta luminosità. Inoltre,
combinando opportunamente coloranti organici gialli e rossi, è possibile ottenere il
controllo fine sul colore di emissione della struttura ibrida. Infine, viene presentato
uno studio dettagliato sulla stabilità dello strato di conversione, insieme ad alcune
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1Introduction
White Light-Emitting Diodes (LED) represent one of the most revolutionary electronic
devices that have a direct impact in human life for their application in the field of
illumination. In the past 25 years, the progress in the techniques for the development
of high-efficiency LEDs have opened a window to achieve the goal of solid-state
lighting (SSL): within this scenario, the concept of “energy saving” has become a
key point in today’s technology. Recent studies show that the lighting industry in the
European Union uses 218 TWh/year, which corresponds to the 15% of the overall
EU consumption for electricity [1]. A clever policy of reduction in the utilization of
such energy has become mandatory: according to the Collaborating Labeling and
Appliance Standards Program (CLASP), by adopting 200 millions LED units per year
in the EU, the energy consumption would decrease to 79 TWh/year within 2030 [2].
Thus, since the global market has been demanding for more efficient light sources,
the research interest in new semiconductor materials with remarkable optoelectronic
properties has significantly increased.
Recently, nanoscale materials have attracted much enthusiasm because of their
great potential in several disciplines of applied sciences. In particular, functional
nanostructured semiconductor oxides like zinc oxide (ZnO) have unique properties
for the realization of useful electronic devices e.g. sensors, energy harvesters,
nanogenerators. Zinc oxide also proved to be a good material for blue/violet light
emission due to its wide direct band gap, large exciton binding energy at room
temperature and other interesting transport properties. There are several techniques
that can be used to fabricate ZnO nanostructures: among them, with an acqueous
chemical growth (ACG) it is possible to obtain nanorods at low temperature and
using low-cost materials. ZnO nanorods have high electrical and thermal conductivity
and take advantage of a natural light waveguiding structure.
Unfortunately, obtaining a high-quality p-type ZnO for the production of homojunc-
tion diodes has been a major concern for the scientific community in the last decades.
Nonetheless, zinc oxide has intrinsic donor defects such as zinc interstitials and
oxygen vacancies that make it a promising candidate as n-type semiconductor [3],
[4].
During the second half of the 1990s, LEDs based on gallium nitride (GaN) have
dominated the scene of SSL since when Nakamura et al. refined the GaN crystal
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growth technique and demonstrated a reliable p-doping process that brought to the
realization of the first high-efficiency blue light-emitting source [5].
Both ZnO and GaN have the same wurtzite crystal structure with a lattice mismatch
that is only 1.8% and an energy bandgap for the two materials that is quite similar
(3.37 eV for ZnO, 3.39 eV for GaN).
In the first part of this research work, it has been explored the possibility to combine
a nanostructured n-ZnO layer on a p-GaN substrate to form a heterojunction LED:
such a structure is meant to replace the diode used as a pump source in the most
common white LEDs where the blue light, produced by a GaN/InGaN diode, excites
the luminescence of a phosphor that re-emits yellow light [6]. The second part of
this dissertation analyzes the performances of an organic dye used in place of the
inorganic phosphor. In such a structure, known as Hybrid White LED (HWLED), there
are several benefits related with the use of organic materials for light conversion,
but one of the most important features is the conversion efficiency close to 100%,
whereas for conventional phosphors is slightly over 90%.
This work is presented as follows. Chapter 2 deals with the lighting technology,
defining the “white light” and the physical quantities used for determining its
specifications. The techniques used for obtaining white LEDs for SSL purposes are
presented, along with the functional description of an HWLED. Chapter 3 describes
extensively the technology used to obtain an HWLED: the growth technique for GaN
and ZnO, along with used the characterization processes, are reported in detail; the
investigation on the the organic dyes, and their encapsulating polymers, is discussed
by the end of the chapter. In chapter 4 the attention is focused on the device
performances of two categories of HWLEDs used in this work: the first exploiting
the ZnO nanostructures combined with a GaN substrate to realize an innovative blue
LED and the second using a standard GaN/InGaN blue source. The chapter ends
with the study of the color tuning achieved with mixed dyes. Chapter 5 deals with
the stability of the organic dye in its embedding matrix used for the HWLED, and
the solutions proposed for the improvement of the lifetime of the device. Finally,
Chapter 6 presents the conclusion and the outlook of this research work.
2
2Lighting Technology
2.1 White Light Definition
Strange as it may seem, there is no rigorous definition of “white light”. Ideally, a
source that is emitting white light has an optical spectrum represented by an equal
combination of all of the wavelength components in the visible range, with the same
radiant power. The biggest source of natural white light, the sun, has an uneven
distribution of the intensities of its spectral components (Fig. 2.1).





















Fig. 2.1: Solar radiation spectrum at the sea level (according to ASTM G173-03): the range
between the two dashed lines is the visible region.
One could notice that the solar spectrum has a relatively generous emission in the
ultraviolet (UV) and in the infrared (IR), but since the human eye is not sensitive to
these wavelengths, it is worthless trying to replicate the emission from the sun for
general lighting purposes: basically, the spectrum of an artificial luminescent source
needs to emit just in the visible range.
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There are several techniques used to obtain a white-colored light from an LED (as
it will be discussed more in detail in subsection 2.2.2), but all of them require a
unique way to measure the optical power and the color of the source for illumination
purposes.
2.1.1 Fundamental Photometric Quantities
Since light is an electromagnetic wave, the optical power of a radiating source
requires to be studied with its appropriate theory: radiometry is the major field of
physics that measures the electromagnetic radiation. Considering that the interaction
of light with the human eye is limited to a specific portion of the electromagnetic
spectrum, photometry, a subfield of radiometry, comes into help to define the light
properties that humans can perceive.






















Fig. 2.2: Standard luminosity function for photopic (solid line) and scotopic (dotted line)
vision.
Photometric quantities are used to measure the power of a source by keeping into
account the sensitivity of the eye to different wavelengths. In 1924, the Commission
Internationale de l’Éclairage (CIE) provided the data to form the luminosity functions
that describe the human perception of brightness in light (photopic vision) and
dark conditions (scotopic vision) [7]. The luminosity function, reported in Fig. 2.2,
generated from different sets of data that were assembled together. Eventually, these
data were slightly manipulated to symmetrize and smooth what some researchers
claim to be “very divergent data” [8].
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Nevertheless, the CIE 1924 function is today’s most used curve to describe the
physiological response of the eye to the light perceived. According to CIE, the
luminosity function must be indicated with V (λ).
All of the photometric quantities used to describe LED performances are mathemat-
ically related to the luminosity function. In the following sections, the most used
quantities are presented and briefly described.
2.1.1.i Spectral Power Density
The spectral power density (SPD) represents the measured power per unit wave-
length of a radiating source. In the case of LEDs, it is important to describe the
absolute power of the emission spectra because they are not monochromatic sources.
In this work, the SPD will be indicated with P (λ).
2.1.1.ii Luminous Intensity and Luminous Flux
The luminous intensity is a measure of the optical power emitted by a source per unit
wavelength and solid angle: this parameter must keep into account the luminosity
function to weight the response of the human eye. The official definition of luminous
intensity states that a monochromatic light at 555 nm emitting an optical power
of (1/683) watt (W) into a solid angle of 1 steradian (sr) has a luminous intensity
of 1 candela (cd). The calculation of this parameter requires the assumption of a
point source or that, at least, its dimensions are negligible compared to the distance
between the source and the detector used to measure the power. It has to be
pointed out that the emission of light should also be isotropic or, more technically,
Lambertian.
Although the luminous intensity is a physical quantity measured with one of the
seven base units of the International System, the candela, the lighting industry rather
prefers to adopt a parameter that considers the emission of a radiating source over a
4pi solid angle: the luminous flux.




V (λ)P (λ) dλ
where Φv is the luminous flux measured in lumen (lm) and Km is a constant equal
to 683 lm/W (dimensionally, 1 lm = 1 cd · sr).
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2.1.1.iii Luminous Efficiency and Luminous Efficacy
There are different ways to estimate how well a radiating source is producing visible
light but, due to the lack of an accepted standard, both in industry and in research
there is still much confusion concerning the concepts of “luminous efficiency” and
“luminous efficacy”. While both of them are measured in (lm/W), the former defines
the conversion from radiant optical power to luminous flux and the latter is an
expression of how well the input electrical power of the device is converted to
luminous flux. The definitions are the following:








where Popt is the total optical power of the source emitted in the whole electromag-
netic spectrum, and:







where V and I are respectively the voltage and the current applied to the device. For
the purposes of this work, only the luminous efficacy has been used.
2.1.2 Measuring Chromatic Properties of White Light
The science that studies the human color perception is named colorimetry and it can
be considered as a specific subfield of photometry. The need for this applied science
comes from actual physical considerations of the colors, like the angle of observation
of the specimen or the illumination by an external source. Some other classifications
originate from factors that are loosely related with optics or physics. Culturally
speaking, for example, there is a wide debate about the proper words adopted for
the color definition [9]: e.g. the work of Brent and Kay states that basic language
systems only have a limited words for describing the colors, implicitly limiting the
color gamut associated to that culture [10].
Of course, the lighting industry needs to adopt some parameters that could be
measurable and reproducible by each light-emitting source manufacturer regardless
of the cultural definition of that color or the entity of the source. In this section,
the three most important chromatic quantities are defined to identify colors in a
consistent way.
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2.1.2.i Color Temperature and CCT
As mentioned in section 2.1, the solar radiation is not the most consistent source of
white light that could be considered as a standard. Planck’s black-body radiation
spectrum, instead, can be used as a reference since its UV and IR components can be
limited under certain conditions.












The only parameter that defines the spectrum shape is the absolute temperature of
the black-body (T) given in Kelvin; in Fig. 2.3 is shown the spectral intensity of the
corresponding radiation.
Fig. 2.3: Planckian black-body radiation as a function of wavelength for different tempera-
tures [11].
Wien’s Law describes the wavelength at which occurs the maximum intensity of the





Therefore, the color temperature of a white light source is referred to as the equiva-
lent temperature of a black-body radiator that has the same chromatic properties as
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the analyzed source. It is usual for SSL devices not to have a white light emission for
which the chromatic properties are exactly equivalent as those of Planck’s black-body.
Therefore the lighting industry has defined the correlated color temperature (CCT)
as the temperature of the black-body radiator whose color is closest to the one of
the analyzed source [12].
2.1.2.ii Color Rendering Index
Another useful measure for a white light source is its color rendering index (CRI). In
other words, the ability of the source to render the true color of a physical objects
illuminated by it. The higher the CRI, the better and more faithfully the color of the
object are rendered in terms of vividness, whereas low-CRI sources can cause an
object’s color to look unnatural (Fig. 2.4). The calculation of the CRI is discussed in
the next section.
Fig. 2.4: An example of (top) low-CRI source illumination and the same object when
irradiated by a (bottom) high-CRI source. (web source: www.digiolighting.com/cri -
accessed on November 2015)
2.1.2.iii CIE Chromatic Space
Like with the definition of the standard luminosity function, in 1931 the CIE has
formulated a way to measure color with mathematical functions that represent the
human perception of the three primary colors. The color-matching functions x(λ),
y(λ), z(λ) (see Fig. 2.5) express the trichromacy character of the human eye’s retina
and are used for calculating the tristimulus values (X, Y, Z), which identify the color
perception of a radiating source with a given P (λ).











































Fig. 2.5: CIE 1931 color-matching functions.
The tristmulus values, whose physical unit is Watt, can also be manipulated to
become a dimensionless quantity suitable to be plotted on a graph that keeps into
account two properties of the color: the dominant wavelength and the color purity.
First, the chromaticity coordinates of a light source are calculated as follows:
x = X
X + Y + Z
y = Y
X + Y + Z
z = Z
X + Y + Z = 1− x− y
then the resulting (x;y) point can be inserted in the CIE 1931 chromatic space (Fig.
2.6). A point on the border of the plot corresponds to a dominant wavelength
which is identified by a monochromatic light source; as the point moves towards the
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center of the plot, the equal energy point (x =1/3; y=1/3), the color purity varies
accordingly (namely, the saturation of the color decreases).
Fig. 2.6: CIE 1931 chromatic space. (web source: https://it.wikipedia.org/wiki/Temperatura
_di_colore - accessed on November 2015)
From an electromagnetic point of view, on the border of the color space there are only
spectral lines, whereas moving towards the center of the graph the spectrum broad-
ens. A typical colored LED is not monochromatic, so the coordinates corresponding
to its color stand very close to the border.
The curved line on the plot is known as the “planckian locus” and reflects the
emission color of the black-body radiator for different temperatures. For white LEDs,
the CCT is calculated as the temperature of the point on the planckian locus that is
geometrically closer to the source’s chromaticity coordinates. The CRI, instead, is
defined as follows:
CRI = 100− 4.6 ∆E∗
Where ∆E∗ is the distance between the chromaticity coordinates of an object when
illuminated by a reference source and when illuminated by the test source. Usually,
the calculation of ∆E∗ makes use of properly transformed coordinates in a chromatic
space where geometrical distances between points are directly proportional to their
chromatic difference, as recommended by CIE in 1976 [13].
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2.2 Solid-State Lighting
The technologies of luminaires making use of incandescent and electrical discharge
light bulbs have reached a point of evolution where their limits are very close.
Despite the scientific progress in the field, these system have reached a maximum
efficacy close to 100 lm/W leaving enough space for LEDs, with always increasing
luminous efficacies, to offer better solutions. From the moment when high-brightness
white LEDs became a reality in the optoelectronics semiconductor industry, the term
“Solid-State Lighting” has marked a true revolution for the illumination companies
that have now focused their research on the energetic and economic aspect of this
technology.
Like Gordon Moore in 1965 defined a forecast for the processors’ power to double
approximately every two year [14], Ronald Haitz in 2003 observed that as the
luminous flux generated by a single device should double every 18 to 24 months,
the cost per lumen of said device should decrease (Fig. 2.7) [15].
Fig. 2.7: “Haitz’s Law” prediction for the luminous flux and the cost per lumen of an LED
device [16].
At the beginning of this section, the comparisons between LED white light sources and
the conventional luminaires were discussed, showing the physics and the techniques
commonly adopted for generating white light from a diode. Then, the HWLED is
briefly presented with a description of the difference between the two technologies
and the motivations that push scientific research to develop innovative nanoscale
light sources.
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2.2.1 Comparison with Conventional White Light Sources
To better understand the efficiency properties of SSL, it is useful to give a simple
example and make some calculations. A traditional 60 W incandescent light bulb has
a luminous flux of 900 lm; if a standard high-power neutral white LED is considered,
it typically delivers 90 lm at about 1 W. Then, to obtain the same luminous flux of
the light bulb, it takes at least 10 LEDs, whose electrical power consumption is only
10 W.
Whereas the efficacy of LED systems is at least 5 to 6 times better than light bulbs,
the cost of the luminaire has to keep into account the number of diodes employed
to produce such an effective solution. Thus, the LED industry mainly focuses
its attention on the development of high luminous efficacy sources to reduce the
production costs. In Table 2.1, the characteristics of the most common lighting
technologies on the market are summarized.










Incandescence 5-15 1000 100 Low Very High
Halogen 12-35 2000-4000 100 Low Very High
CFL 40-65 6000-12000 <85 Low Low
Fluorescent
tube
50-100 10000-16000 <95 Low Low
High-pressure
sodium
80-100 12000-16000 <30 High Low
LED 20-120 20000-100000 >90 High Low
2.2.2 Basics of LED Physics
LEDs are semiconductor devices that are based on the physical principle of the
recombination of free carriers, injected in the depleted region of the diode, to form
a quantum of light: the photon. The energy of the emitted photon is related to its
wavelength by Planck’s Law:
E = hν = hc
λ
where h is Planck’s constant (4.136·10−15 eV·s), ν and λ are respectively the frequency
and the wavelength of the photon, and c is the speed of light in vacuum.
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The homojunction diode is composed by two pieces of the same semiconductor
material that are oppositely doped: the p-type side is enriched by dopant atoms that
cause an excess of free holes, wereas the n-type side has an excess of free electrons.
When the two sides are brought into contact, the free charges diffuse from one side
to the other where their concentration is lower, and a depletion region is formed
beacuse the electrons coming from the n-side recombine with the holes in the p-type
and vice-versa. Without an external bias, this process stops when the electric field,
produced by the fixed ions of the depleted region, is strong enough to balance the
effect of the diffusion and to generate a potential barrier that the free carriers have
to overcome to reach the opposite neutral region. When a positive voltage is applied
to the p-side (and, conversely, a negative voltage to the n-side), the barrier lowers
and the free carriers can diffuse in the opposite region where they can recombine
to emit a photon. The energy band diagram of the p-n junction with different bias
conditions is outlined in Fig. 2.8.
Fig. 2.8: Energy band diagram of a p-n junction with (a) no external bias and (b) a forward
bias applied [11].
Independently of the applied bias, the energy bandgap (Eg) of the junction materials
determines the wavelength of the emitted light. Thus, an ideal homojunction GaN
diode would emit in the near UV region of the electromagnetic spectrum, being its
bandgap close to 3.4 eV (and a corresponding emission wavelength around 365 nm).
Other ternary compounds of GaN, like AlGaN or InGaN, can be exploited to obtain a
more complex structure for the device and, at the same time, tuning the wavelength
of the light emitted. GaN compounds that include aluminum (Al) have a higher
energy bandgap with respect to pure GaN, whereas those containing indium (In)
have a lower Eg (Fig. 2.9).
2.2 Solid-State Lighting 13
Fig. 2.9: Diagram of the energy bandgap for the AlGaN and InGaN ternary compounds
[11].
Ideally, each electron injected in the depleted region recombines with a hole to
produce a photon that is emitted in the free space, but this assumption is false in
real diodes. For actual LEDs, the internal quantum efficiency (IQE) and the external
quantum efficiency (EQE) are two important parameters that are defined as follows
[11]:
IQE = number of photons emitted from active region per second
number of electrons injected into active region per second
EQE = number of photons emitted into free space per second
number of electrons injected into active region per second
The EQE must not be confused with the extraction efficiency ηext that is defined
as:
ηext =
number of photons emitted into free space per second
number of photons emitted from active region per second
And the relationship between the parameters is easily demonstrated:
EQE = IQE · ηext
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2.2.3 Generation of White Light from LEDs
In this section, the working principles of the two techniques currently used in the
LED technology industry to obtain white light are briefly described.
2.2.3.i Color Mixing
As mentioned in section 2.1, white light is generally intended as a combination of all
wavelengths of the visible spectrum. Since LEDs produce monochromatic colors, the
easiest way to obtain a white color is to mix the emissions of multiple diodes. This is
generally achieved with two, three or four LEDs and -for this reasons- these devices
are called dichromatic, trichromatic and tetrachromatic sources (Fig. 2.10).
Fig. 2.10: Three approaches to obtain a color-mixed white LED: (a) dichromatic, (b) trichro-
matic and (c) tetrachromatic white sources [11].
Though dichromatic white sources are the less expensive solutions, the quality of the
light is generally poor since the emission spectra of the single diodes have a relatively
narrow band. In fact for simple LEDs, the full-width at half-maximum (FWHM)
ranges from 20 nm up to 100 nm. The most common approach, in dichromatic
sources, employs a blue and a yellow emission with a specific optical power ratio.
Trichromatic sources are the most common color mixed white LEDs that are found
on the market and they are usually sold with the “RGB LED” label since the device
incorporates a red (R), green (G), and a blue (B) light-emitting diode all in one
package. In particular, Thornton [18] showed that the best combination of emission
should use sources at 450 nm, 540 nm and 610 nm to obtain the best result in
terms of CRI. However, the light of each diode can vary its intensity or even shift
its emission wavelength when the operating temperature of the device increases.
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Therefore, a specific electronic driver must be designed to keep into account the
stability of the current fed to each LED.
Tetrachromatic white LEDs have, without any doubt, the best color-rendering perfor-
mances but the luminous efficacy of polychromatic devices usually decreases with
the increasing number of sources. Some tetrachromatic sources make use of an
additional cyan or amber LED with respect to RGB devices.
2.2.3.ii Frequency Down-Conversion
To date, the most common technique adopted to obtain white LEDs is the frequency
down-conversion: the device is made of an LED emitting at short wavelength
(near-UV or blue) and a frequency converter material, which absorbs the light
emitted by the source and re-emits it at a longer wavelength. The materials used for
this purpose are known as “phosphors”: as an example, fluorescent lamps use an
electrical discharge to excite mercury vapors that emit UV light, which is, in turn,
absorbed by a coating made of europium (Eu) or terbium (Tb) inside the lamp tube
and re-emitted between 400 nm and 700 nm.
While working at Nichia Corporation, Nakamura developed both the high-brightness
blue LED and the first frequency down-converted white LED [6]. The phosphor that
Nakamura used was an inorganic host (yttrium aluminum garnet, YAG) doped with
cerium (Ce) which is a rare-earth element that acts as the optically active medium.
The exact composition of the phosphor is still an intellectual property of Nichia. The
device is based on a GaN/InGaN blue LED that is coated with a layer of Ce:YAG
dispersed in a silicone or an epoxy resin (Fig. 2.11): the blue emission at 460 nm is
absorbed and re-emitted in a broad-band between 500 nm and 650 nm.
Fig. 2.11: Principle of operation in a phosphor down-converted white LED: (left) the device
layout, (right) the emission and absorption spectra of the pump source and the
phosphor [19].
The conversion efficiency of the first Ce:YAG phosphor employed was around 75%
but an intensive research on host materials, and on alternative optically active
elements, recently raised this value up to 90% and obtaining a high CRI [20]. In fact,
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a main drawback of using a single phosphor structure is the high color temperature
of the produced white light (and the low value of CRI); to this problem there are
other solutions commercially available today, like using an additional phosphor
emitting in the red portion of the visible spectrum, or also changing the source pump
replacing the blue diode with a near-UV LED which excites the emission of three
blue, green and red phosphors.
An HWLED basically exploits the same device layout of the traditional frequency
down-converted LED but, in this case, an organic dye replaces the inorganic phosphor
as the wavelength converter. The conversion efficiency of a dye can show values close
to 100% but several measures need to be taken into account to have a proper control
of the light emission, the stability of the dye and a suitable encapsulation medium:
the details about the preparation of an organic conversion layer, the performances
of the HWLED and its stability will be discussed extensively in the next chapters of
this work.
2.2.4 Motivations Beyond Nanoscale Light Sources
Besides adopting a more efficient frequency down-conversion material, the perfor-
mances of a white LED may suffer of poor extraction efficiency that can seriously
limit the EQE of the device. Several methods for improving the ηext have been
proposed during the years, like the use of double heterostructures, the shaping of the
die or the texturing of the semiconductor surface: these last two methods have been
intended to reduce the total internal reflection of the light emitted by the LED [11].
Nanoscale structures have extraordinary physical properties that can be adapted
to the design of a high-efficiency light source. Nanorods, in particular, behave as a
natural guiding cavity since the light’s electromagnetic modes result well-confined in
what can be considered as an ideal step-index waveguide. Unfortunately, obtaining
nanostructures with controllable shape and position at low fabrication costs is still a
major obstacle to the mass production of nanoscale optoelectronic devices.
However, the progresses in the study of the low-temperature aqueous chemical
growth of zinc oxide nanorods [21] have opened wide application fields since
ZnO is a good candidate for an heterojunction with GaN, considering their similar
electronic and structural properties. Developing a nanorod/thin film structure has
great potentials not only for lighting purposes but also for integrated optics and
high resolution displays, thus there is a high interest in the industrial community for
techniques capable of scaling up the process of nanofabrication.
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3Hybrid White Light Emitting
Diodes Processing
3.1 Devices Layout
The configurations used for the design of an LED structure are somewhat limited.
The main purpose of the technology adopted in III-nitride LED is to create a suitable
device for the substrate adopted: in this case, sapphire (Al2O3) is the most common
choice for growing GaN since it shows fairly high transparency and good thermal
conductivity. All of the GaN part of the device processed in this work was indeed
grown on sapphire substrate.
Whereas the GaN/InGaN HWLEDs have been designed with a flip-chip configuration,
the nano-ZnO/GaN HWLEDs rely on a bottom-up structure, as shown in Fig. 3.1.
Fig. 3.1: Sketches of the two HWLEDs used in this work: (a) GaN/InGaN HWLED, (b) Nano-
ZnO/GaN HWLED. Note that for both structures the same organic conversion layer
(OCL) is used.
In the following sections, the processing of the materials used for the realization of
the diodes analyzed in this work is described in detail, together with the characteri-
zation methods used to evaluate the quality of the samples.
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3.2 GaN Thin Film Epitaxy
Gallium nitride is a fascinating material which imposed its value in a semiconductor
world that, by the end of the ‘80s, was dominated by gallium arsenide (GaAs). At
that time, the research focused on the development of II-VI materials like ZnSe or
SiC because they showed very similar crystal structure and lattice constant as GaAs.
Unfortunately, the growth temperature of II-VI compounds is not high enough to
keep under control the formation of crystal defects. Many researchers reported a
density of defects for ZnSe close to 104 cm−2 but this fact limited the lifetime of the
devices to a few hundreds of hours [22]. One interesting thing is that, although
GaN has a higher defect density than ZnSe, it works much better and has superior
performances at almost any level.
Thus, to achieve the best GaN quality, a fine-tuned epitaxial growth technique is
crucial. Today’s industry standard is, without any doubt, the metal-organic vapor
phase epitaxy (MOVPE) technique which was perfected by Nakamura from its very
first studies in 1990 and up to 1999. All of his (and his colleagues’) work led to the
2014 nobel prize in physics that was awarded to Isamu Akasaki, Hiroshi Amano and
himself [23].
In this dissertation, all of the GaN-based devices have been processed with MOVPE
reactors: the full GaN/InGaN diodes and most of the p-GaN templates were grown
at NOVAGAN Sàrl in Lausanne (Switzerland), while other samples were processed
at the Centre de Recherche sur l’Hétéro-Epitaxie et ses Application (CNRS-CRHEA)
in Valbonne (France).
3.2.1 GaN Crystal Structure and Properties
Unlike other interesting materials for optoelectronic applications, like GaAs or InP,
that are grown in the zincblende crystal structure, the nitride compounds grow as a
stable phase in the hexagonal crystal, better known as wurtzite.
The lattice parameter for the crystal in Fig. 3.2 are a=3.189 Å and c=5.185 Å. Also
the thermal expansion properties need to be taken into account since there is a
large difference between the MOVPE growth temperature and the room temperature,
and this causes a severe thermal stress for the GaN: the dilatation coefficient on
the a lattice parameter is 3.1 · 10−6K−1, whereas for c is 2.8 · 10−6K−1. Similarly,
the physical properties of the growth substrate must be analyzed with care because
all these parameters contribute to the robustness of the final product, the defect
population and give other important information to improve the technological
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Fig. 3.2: The wurtzite crystal structure of GaN [24].
design. In section 3.2.2 the use of sapphire as substrate for the GaN epitaxy will be
discussed.
GaNhas a spontaneous polarization on the [0001] growth axis (c-axis) since the
wurtzite structure has an intrinsic polar behavior. This causes an internal electric
field that can limit the performances of any GaN-based optoelectronic device: in fact
the free charges injected in the active region can be separated by the action of the
induced electric field and this could seriously limit the internal quantum efficiency
of the diode. To attenuate the effect of the polar growth, the epitaxy of GaN can
also be achieved with the c-axis disoriented with respect to the growth direction.
When using c-oriented (0001) or a-oriented (11-20) sapphire, GaN grows on the
c-axis. With r-oriented (1-102) sapphire, GaN grows in the non-polar a-direction
<11-20>; m-oriented (10-10) sapphire causes the GaN to grow in the <11-22>
direction, which is called “semi-polar”, and the c-axis forms a 32° angle with respect
to the horizontal surface plane (see Fig. 3.3).
3.2.2 MOVPE Growth
The MOVPE, also known as metal-organic chemical vapour deposition (MOCVD), is
a gas phase deposition method specially indicated to produce epitaxial growth for
nitride compounds.
The process uses the chemical reaction of organometallic precursors in a chamber
heated at high temperature and kept close to atmospheric pressure (between 104
Pa and 105 Pa). The gallium precursors used are typically trimethylgallium (TMGa)
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Fig. 3.3: Growth direction of GaN on sapphire: on the left are reported the orientation of
sapphire, on the right are depicted the results of the GaN wurtzite crystal growth
[25].
or triethylgallium (TEGa), whereas the source of nitrogen is ammonia (NH3). The
organometals are in liquid form and kept in special hermetic bottles in a thermostatic
bath. Hydrogen flows in the liquid to carry it in a gas phase inside the growth
chamber. In a vertical reactor, the gallium precursor and the ammonia are introduced
via two different lines in the chamber, thus preventing unwanted reaction of the
chemicals.
As mentioned previously, the most common substrate for GaN MOVPE growth is
sapphire and it is brought at temperatures above 1000 °C on a graphite susceptor
that is heated with a radiofrequency coil. Sapphire is the preferred material as
substrate because it is a good thermal and electrical insulator. Nevertheless, the
coefficient of thermal expansion for GaN is higher than the one of sapphire and for
this reason care must be taken since, during the cooling stage of the growth, cracks
may occur on the GaN layer. Thanks to the research of Amano et al. [26], nowadays
it is quite common to include in the growth the formation of an aluminum nitride
(AlN) buffer layer on the substrate to reduce the stresses of the lattice constant
mismatch.
The precursors pyrolize on the substrate according to the general reaction:
Ga(g) + NH3(g) → GaN(s) +
3
2H2(g)
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and the hydrocarbon by-products flow through the exhaust of the chamber. It should
be pointed out that the environment is ammonia-rich because nitrogen evaporation
occurs from the GaN surface due to the high temperature, so the ratio of the NH3
precursor to the Ga precursor is around 1000:1. The growth rate is usually controlled
using a laser reflectometry apparatus that focuses the beam of an He-Ne laser on the
wafer and senses the oscillation of the reflected beam, caused by the difference in
the refractive index at the film/substrate interface.
Fig. 3.4: A picture of the vertical reactor at CNRS-CRHEA.
The p-type doping of GaN is achieved with the introduction of magnesium atoms: this
can be obtained using bis-cyclopentadienyl magnesium (Cp2Mg) as its organometallic
precursor. In MOVPE growth, the p-doping of GaN is not an easy task: contaminants
in the reaction chamber, due to non-purified carrier gases or residues of other
organometals, can easily be incorporated or passivate the magnesium atoms in
gallium nitride obtaining narrow doping profiles or even unintentional n-type doping
of the material.
In the following table are reported the process data of the p-GaN grown by MOVPE.
Tab. 3.1: Process data for the MOVPE of p-GaN: the first row corresponds to the first layer















GaN 200 300 1080 3.5 5 - -
Al0.1Ga0.9N 10 300 1080 3.5 5 20 -
Al0.1Ga0.9N:Mg 50 300 1080 3.5 5 20 100
GaN:Mg 200 300 1080 3.5 5 - 100
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To activate the magnesium (Mg) atoms an annealing process is required: this step
is carried at 750 °C for 20 minutes at a higher pressure with respect to that of the
growth (800 mbar).
3.2.2.i Doping Measurements on p-GaN
To quantify the doping level of the processed samples, the capacitance-voltage
method (C-V) is a widely adopted technique, useful to determine semiconductor
parameters both in academic research laboratories and industry. The method essen-
tially measures the AC response to a DC bias, with a small AC voltage superimposed,
applied on the semiconductor surface. To apply such a voltage, a special probe that
puts in contact the material with liquid mercury is used. The response of the device
is recorded by an LCR meter set to measure the capacitance of the depleted region of
the wafer caused by the Schottky junction generated within the metal-semiconductor
interface (see Fig. 3.5).
Fig. 3.5: Setup used to perform a C-V measurement: (a) the scheme of the measurement
device, (b) Agilent LCR Meter (mod. 4284A), (c) MDC Mercury Probe.
Using the C-V measurement one can extrapolate the doping profile, since the con-
centration of the dopant atoms is related with the inverse of the square capacitance
by the relation:
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where NA and ND are the acceptor and the donor concentrations, s is the semicon-
ductor electrical permittivity and A is the surface of the contacted area (in the case
of the mercury probe, it is a dot contact with a diameter of 760 µm). The plot in Fig.
3.6 shows a typical doping profile generated by a C-V measurement.
The method is trustworthy until the level of doping recorded is too high. In that
case, there might be a leakage of free carriers by tunneling and the measurement
gives an erroneous value of the concentration [27]. Thus, Hall Effect measurements
are always needed to have a complete vision of the doping process. Hall results on a
well-processed p-GaN thin film give a concentration of free holes around 1017 cm−3;
it should be noted that, because of the high Mg ionization energy (around 200 meV),
concentration of dopants around 1019 - 1020 cm−3 are needed.





















Fig. 3.6: Doping profile of a p-GaN sample obtained by extrapolation of a C-V plot.
3.2.3 Microscope Analysis of GaN
A microscopic analysis of the p-GaN thin film is generally not a step included during
the processing of nitride-based devices but, since in this work one of the proposed
diodes is based on a heterostructure with a different material, it is recommended to
have information on the surface morphology of the semiconductor. Therefore, the
use of the atomic force microscope (AFM) helps to better understand what to expect
in terms of surface roughness after the epitaxial growth.
The AFM system consists of a cantilever with a sharp tip that is specially designed to
run on the surface of a sample with minimal damage, since the tip senses the atomic
forces with the surface (Van der Waals, dipole-dipole interaction, etc.). A laser is
focused on the back of the tip and its reflection is recorded by a photodiode, thus
transforming the height variation of the tip in a position variation of the reflected
beam’s spot. The instrument used in this work is a Veeco Dimension 3100 (Fig. 3.7)
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and is set to operate in tapping mode. In other words, the tip is forced to oscillate
close to its resonant frequency and it is driven by a piezoelectric element that moves
the cantilever up and down. The system is equipped with an electronic system,
which provides feedback control to a servo that helps the cantilever to mantain a
constant oscillation amplitude.
Fig. 3.7: Veeco Dimension 3100 at CNRS-CRHEA.
There are two images for each AFM scan: the topographical image records the
height difference of the tip when tracing a line and the derivative image records
the variation of the voltage amplitude that drives the servo to keep the oscillation
condition. While the former is used to measure the profile of the sample, the latter
detects sudden variations of the surface allowing the user to distinguish features
otherwise unseen in the topographical image.
Fig. 3.8: (10 µm×10 µm) AFM image of a GaN template: (left) topographical image, (right)
derivative image.
In Fig. 3.8 is reported a (10 µm×10 µm) AFM image of an undoped GaN sample.
The atomic steps of the growth are clearly visible in the topographical image, while
in the derivative image some details may arise, like those marked in Fig. 3.9.
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Fig. 3.9: (2 µm×2 µm) AFM image of a GaN template: an edge dislocation (ED) and two
mixed dislocations (MD) are marked with a circle.
After the MOVPE growth of the p-GaN layer, the surface profile is deeply affected. A
spontaneous formation of truncated hexagonal pyramids is evidenced in the AFM
images (Fig. 3.10).
Fig. 3.10: AFM image of the p-GaN surface: the magnified portion of the derivative image
shows, with dashed green lines, the ridges of the truncated hexagonal pyramid.
The wafer is quite populated with these formations that are clearly visible even under
the optical microscope (Fig. 3.11). The density of the pyramids is approximately
105 cm−2.
3.2 GaN Thin Film Epitaxy 26
Fig. 3.11: Optical microscope image of the p-GaN surface.
Though this phenomenon may be seen as quite a major disadvantage for any subse-
quent growth of other epitaxial layer, its usefulness will be discussed in the section
relative to the growth of the nanostructured layer.
3.2.4 Photoluminescence of GaN
Most of the information related with the optical properties of semiconductors can be
obtained by a careful analysis of the photoluminescence (PL) spectra of the materials.
In PL, the thermal equilibrium of a semiconductor, like GaN, is perturbed by the
optical excitation provided by a laser. The electrons in the GaN are excited from the
valence band to the conduction band and, in order for the system to return to its
ground state, a recombination process occurs emitting light. The recombination can
be achieved with band-to-band transitions or via other transitions within discrete
levels inside the band gap of the material: these levels are related with dopants
and defects [28]. The emission spectrum (the PL spectrum) is captured with very
sensitive optical devices and every peak of the graph can be ascribed to a different
energy transition.
To excite the electrons, the laser must be more energetic with respect to the band-gap
of the semiconductor. For the analysis of GaN samples, He-Cd lasers emitting at 325
nm are often used as pump sources. Since the optical absorption coefficient (α) of
GaN is over 105 cm−1, the penetration depth (D) of the incident laser is less than
100 nm (being D = 1/α) so only a thin layer close to the surface is excited. The
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sample is placed under high vacuum inside a cryostat, then liquid helium can be
pumped in to record the spectra at low temperatures.
Fig. 3.12: PL setup equipped with a He-Cd laser and a monochromator at CNRS-CRHEA.
The interpretation of PL spectra of Mg-doped GaN is quite difficult. It is still not clear
which levels are introduced by which defects in GaN, but past research confirms that
this kind of p-doping introduces shallow acceptors with ionization energy around
200 meV [28]. It is also well documented that, in the low-temperature PL spectra, a
peak around 3.27 eV shows up [29] and it is typical of neutral donor-acceptor pair
recombination. Sometimes, this peak transforms into a broad band for very high
concentrations of Mg. In all of the processed GaN samples, a band peaked at 3.27
eV is always present, confirming the presence of Mg in the doping (see Fig. 3.13).
3.3 ZnO Synthesis
ZnO is a II-VI semiconductor material that has interesting properties for optoelec-
tronics and photonics applications. Due to its wide band-gap (3.37 eV) and a fairly
large free-exciton binding energy (60 meV), ZnO represents a valid alternative to
other nitride compounds for the realization of commercial LED luminaires. Even
though research focusing on ZnO started on the first half of the twentieth century,
only more recently there have been a renewed interest due to the possibility to
realize low-cost optoelectronic devices and high-quality substrates: this brought to
numerous, controversial, research papers that claim to have obtained p-type doping
[3].
The first studies on the lattice parameters of ZnO date back to 1935 [30], whereas
a more in-depth study of its optical properties came out in 1954 [31]; some early
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Fig. 3.13: Low temperature, near band-edge PL spectrum of Mg doped GaN.
attempts in processing a p-n junction with zinc telluride showed up in 1975 [32]
and three years later appeared a study on the metal contacting of ZnO [33].
Then, in 2001, the discovery of nanobelts of semiconducting oxides marked a
breakthrough in nanotechnology [34]. Since when this result came out, it has paved
the way to research novel nanostructures of functional oxides with applications
in optoelectronics. ZnO is a material with the highest number of configurations
than any other existing nanomaterial, including carbon nanotubes; not to mention
that zinc oxide is also environmentally friendly. With an incredible acceleration on
technology, nanorings [35], nanohelixes and nanosprings [36] have been realized
within just a couple years one from each other. Most importantly, the growth of
aligned structures like nanorods found applications also in sensing and field emission
thanks to its piezoelectric feature. But the nanorods are, first of all, natural optical
cavities that have a 2D confined space which can lead to a one-directional output
of light; of course, LED structures that have directional emission already exist but
they benefit of specially designed quantum wells or shaped semiconductor dies. The
reduced size of ZnO nanorods makes easy to think of optoelectronic devices that
could match their features with integrated optics.
Many are the growth techniques known to obtain aligned ZnO nanorods but most
of them exploit catalysts or are operated at high temperatures, like the gas-phase
synthesis methods. A solution-phase approach, adopted in this work, allows for an
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easier control of the process and requires a low-cost equipment. In this section, the
theory of both growth techniques are described, along with the description of ZnO
properties and the accurate report of the ACG of ZnO. The nanostructures have been
grown at the Thin Films Laboratory, in the DEIM department of the Università degli
Studi di Palermo.
3.3.1 ZnO Crystal Structure and Properties
Like most of the II-VI compounds, ZnO crystallizes in either zincblende or wurtzite
structure: under ambient conditions the stable phase is wurtzite, otherwise ZnO
crystallizes in zincblende only when grown on cubic substrates. The measured lattice
parameters in the wurtzite ZnO are a=3.249 Å and c=5.206 Å: it must be noted that
only a 1.8% lattice mismatch occurs between GaN and ZnO crystals. The thermal
dilatation coefficient on the a lattice parameter is 4.3 · 10−6K−1, whereas for c is
2.5 · 10−6K−1.
Fig. 3.14: (a) Wurtzite and (b) zincblende crystal structures for zinc oxide. Note that, in
the wurtzite structure, the unit cell is shown in green [37].
Because of the strong bond polarity of ZnO, the wurtzite crystal has faces with
pronounces polar character. The electric field induced by the polarity on the <0001>
direction is intense enough to slightly distort the bonds on the c-axis. Among all of
the wurtzite polar semiconductors, ZnO is the one that has the highest degree of dis-
tortion from the ideal structure. This polarity behavior, with a non-central symmetric
crystal, causes ZnO to be piezoelectric and make it suitable for electromechanical
coupling applications at the nanoscale level. New terms like “piezotronic devices” or
“piezo-phototronics” have recently been coined to strengthen the physics concepts
behind these interesting research themes [38].
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Fig. 3.15: Distribution of the piezoelectric potential along a ZnO nanowire under external
strain applied [38].
3.3.2 High-Temperature Synthesis
The vast number of synthesis techniques of ZnO nanostructures at high-temperatures
allows researchers with a consolidated experience in specific growth technologies to
adapt their knowledge to this new material.
So far, this category of synthesis includes the following growth methods: vapor-
liquid-solid (VLS), MOVPE, molecular beam epitaxy (MBE), pulsed laser deposition
(PLD), etc. In this section are briefly described the working principles of two major
techniques used in industry: VLS and MOVPE.
In the VLS technique, a substrate is sputtered with gold and placed in a quartz tube
inside a furnace. In the same tube, an alumina boat with a mixture of graphite and
ZnO powder is placed, then the temperature is ramped up between 800 °C and 1000
°C. The high temperature causes the reduction of the ZnO and lets the evaporated
Zn to be transported by an oxygen gas carrier onto the surface of the substrate: here,
the gold melts in tiny droplets and acts as a catalyst, forming a liquid alloy with the
zinc vapor. When the droplet saturates, the zinc precipitates and reacts with the
oxygen in the tube to form ZnO nanorods. The reaction continues until there is no
more gold on the tip of the nanorod. This method allows the formation of very well
aligned nanostructures but the control of the reaction remains challenging [39].
Similarly to the GaN, in the MOVPE of ZnO organometals like diethylzinc (DEZn)
or dimethylzinc (DMZn) are used to perform the growth. This technique is one
of the most indicated to replicate the growth direction of the substrate. The main
difference with the MOVPE of nitride compounds is that gas-phase reaction can
occurr far from the substrate surface, since oxygen precursors used to obtain ZnO
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are usually very reactive. Therefore, one solution could be to reduce the oxygen
precursor pressure in the reactor but, at that point, the formation of ZnO is very
difficult. Other alternative less reactive precursors are still subject of study [40].
In all cases, a high-temperature stress for certain kind of substrates is not always
indicated: processed p-GaN substrates can suffer thermal stress under prolonged
heating.
3.3.3 Hydrothermal Growth of ZnO
The aqueous chemical growth of zinc oxide was first reported in 2001 [41] and it
is an inexpensive method to fabricate nanorod arrays from a solution of a zinc salt
in water at low temperature. This technique can be easily scaled-up and adapted
to almost any kind of substrate. Tuning some parameters of the growth, other
nanostructures like nanotubes, nanoflowers, nanoplates, nano-urchins, etc. can
be obtained [42, 43]. The method used in this work has been tailored to obtain
nanorod arrays within a specific range of dimensions.
The mechanism of reaction, in the hydrothermal synthesis of ZnO, exploits the
decomposition of zinc nitrate (Zn(NO3)2) in water: here, Zn2+ ions react with the
hydroxyl ions obtained by the thermal degradation (< 90°C) of hexamethylenete-
tramine (HMTA, (CH2)6N4), a water soluble amine. The process can be summarized
as follows:
(CH2)6N4 + 6H2O ⇀↽ 6HCHO + 4NH3,
NH3 + H2O ⇀↽ NH+4 + OH−,
2OH− + Zn2+ −→ ZnO + H2O.
It is generally accepted that the main function of the HMTA is to provide the
hydroxyl group for the reaction with zinc ions [44, 45], although some researchers
have proposed the theory that the compound could also attach to the non-polar
facets of the ZnO nanorod crystal allowing it to grow only along the c-axis [46].
Most of the past research papers report on the use of a ZnO seed layer to promote the
nucleation of oriented structures on the desired substrate [47, 48, 49, 50]. In section
3.3.4, the results of the hydrothermal growth on various substrates are reported,
some of them with a seed layer and others without. Then, the growth of well-aligned
ZnO nanorods on a p-GaN substrate without the use of a seed layer is shown.
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Many recipes are available in literature to prepare the hydrothermal growth solu-
tion [48, 51, 52]. According to their expertise, researchers suggest to prepare an
equimolar solution of zinc nitrate hexahydrate and HMTA in deionized water with a
concentration between 5 mM and 50 mM: a value of 20 mM is chosen as starting
point. The influence of the concentration on the final result will be discussed in the
following sections. Every solution was stirred for a couple of hours without heating,
and the residual particles were filtered with a syringe filter. The solutions were
stored in hermetic bottles and kept for possible use for 1 week maximum.
3.3.4 SEM Analysis of ZnO
The scanning electron microscope (SEM) is an instrument capable of acquiring
high-resolution images of inorganic and organic samples. A specimen, which is
placed inside a high vacuum chamber, is scanned with a focused, very energetic,
beam of electrons that interacts with the electrons of its surface: the raster scan
pattern produces secondary electrons (SE) which are collected by a SE detector. A
computer then takes the conditioned signals from the detector and transforms them
into graphical data containing the images information. In conventional systems,
it is important for every specimen to be conductive, otherwise the accumulation
of electrostatic charge at the surface will result in a distorted or very fuzzy image:
samples that are not conductive can be sputter-coated with a layer of gold. The
resolution of a SEM is limited by the detector performances and not by the power of
the objective lens: this is the main difference with a simple optical microscope (see
Fig. 3.16).
The first set of ZnO nanorods analyzed are grown on different substrates to compare
the relationship between the underlying material and the morphology of the nanos-
tructures. The substrates are completely immersed in the nutrient solution while
being heated at a temperature between 70 °C and 90 °C. After 3 hours, the heater is
turned off and the samples are left in the solution to cool spontaneously to room
temperature. No annealing is performed on the nanostructures. Finally, the samples
are rinsed with distilled water to remove any trace of precipitate.
The image reported in Fig. 3.17 shows an array of nanorods grown on a layer of
indium-tin-oxide (ITO) on glass. The ITO is a transparent conductive oxide (TCO)
commonly used to realize contacts on ZnO-based devices. The hexagonal shape
of the elements protruding from the surface immediately confirms the effective
presence of ZnO. Also, the absence of a specific order is typical of the growth on
poorly crystalline or disordered films. A very similar result is obtained when the
nanorods are grown on a layer of fluorine-tin-oxide (FTO) on glass, another type of
TCO (Fig. 3.18). In both cases, the diameters of the nanorods are between 50 nm
and 200 nm.
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Fig. 3.16: The FEI Quanta 200F in the SEM laboratory of DICAM at Università degli Studi
di Palermo.
A peculiar result is produced when growing ZnO nanostructures on a bare plastic
flexible substrate like polyethylene terephthalate (PET) (see Fig. 3.19). The rods
are fully disordered and facing in random directions, showing that in this case
there was effectively no growth: the rods that have formed in the solution have
been attracted to the insulating substrate by electrostatic forces, probably caused by
residual impurities on the PET. This interpratation could explain why some of the
rods are vertical (the polar face of the rod is attracted by the electrostatic charge
on the plastic). Though the density of ZnO nanorods is lower than the one in
the previous samples, their dimensions are generous: almost all of the rods have
diameters between 1 µm and 2 µm, the length ranging from 8 µm to 15 µm.
For the sample in Fig. 3.20, a thin film of ZnO (around 200 nm) is deposited
with a PLD system on c-sapphire. The resulting wafer is then processed with the
hydrothermal growth of ZnO nanorods. The degree of orientation of the rods
on this sample is between the ones processed on the TCOs and the one on PET,
whereas their shape is much more defined. Although the quality of the ZnO film
deposited with the PLD system is very high (almost no impurities incorporated),
unfortunately the control of the crystalline order is quite tricky when using sapphire
as a substrate, and the result of the PLD of ZnO thin film is a layer composed of
randomly oriented grains. This phenomenon is reflected on the highly disordered
growth of the nanorods; also, a large number of pillars penetrated in each other
(see Fig. 3.21). It is interesting to notice that in a small portion of the sample, a
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number of nano-threads appear on the top of the nanorod layer (Fig. 3.22). This
formation was casual and never showed in other growths. The diameter of the
grown nanostructures ranges from 500 nm to 800 nm.
Next, a thin film of p-GaN on sapphire is used as the substrate for the growth of ZnO
nanorods. It must be noted that, for this growth, the concentration of the reagents
has been temporarly raised to 35 mM because the substrate is bigger than the others
used (one sixth of a 2” wafer). The result is visible in Fig. 3.23. A formation of
ZnO nanorods shows up with well aligned growth direction on the c-axis. The more
compact zone on the top left of the image represents a zone of high coalescence of
the rods, which is typical for nutrient solutions of medium-high concentrations. On
the bottom part of the image is clearly visible a portion of a big residue, probably
carried by an air bubble during the growth; other tiny bubbles stuck on the surface,
instead, form “holes” in the nanorod layer.
Lastly, three growths at different values of concentration of the hydrothermal solution
were performed to compare the morpholgy results of the nano-ZnO layer. The sample
in Fig. 3.24 was grown with a solution at 20 mM; for the sample showed in Fig.
3.25, a 30 mM solution was used; in the case of the sample in Fig. 3.26, the
concentration of the solution was raised to 40 mM. The coalescence of the nanorods
increases when using solutions with higher concentration. The growth time does not
influence much the density of the nanostructures but contributes to form wider and
longer pillars. For photonics’ research purposes, where the control of light through a
single structure is desirable, the sample grown from a 20 mM solution represents
the best result since it allows to well discriminate the nanorods. Furthermore,
the resulting images suggest that the truncated pyramid morphology of the p-GaN
surface probably acts as nucleation pattern for the ZnO nanorods. A lower control of
the layer’s arrangement is achievable with the 30 mM solution, since it shows an
alternation between more and less coalesced zones, similar to the case of Fig. 3.23.
In the last case, the sample grown in the 40 mM hydrothermal bath forms a very
dense layer of rods thus proving that a proper choice of the concentration can lead
to an estimation of the compactness of the layer. The following table summarizes
the range of the nanorods diameter size obtained for the last three samples.




20 150 - 350
30 250 - 700
40 400 - 800
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Fig. 3.17: SEM image of ZnO nanorods grown on ITO-on-glass.
Fig. 3.18: SEM image of ZnO nanorods grown on FTO-on-glass.
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Fig. 3.19: SEM image of ZnO nanorods grown on PET.
Fig. 3.20: SEM image of ZnO nanorods grown on a ZnO thin film-on-sapphire grown with
PLD (zoomed view).
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Fig. 3.21: SEM image of ZnO nanorods grown on a ZnO thin film-on-sapphire grown with
PLD (large area view).
Fig. 3.22: SEM image of another portion of the sample of Fig. 3.20: here nano-threads
spontaneously grew on top of the ZnO nanorods layer.
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Fig. 3.23: SEM image of ZnO nanorods grown on p-GaN: the tips of the rods are all facing
up confirming the growth along the c-axis.
Fig. 3.24: SEM images of the ZnO nanorod layer grown from a 20 mM hydrothermal
solution.
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Fig. 3.25: SEM images of the ZnO nanorod layer grown from a 30 mM hydrothermal
solution.
Fig. 3.26: SEM images of the ZnO nanorod layer grown from a 40mM hydrothermal solu-
tion.
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3.3.5 XRD Analysis of ZnO
X-ray diffraction (XRD) is a non-destructive technique that can be used to analyze
the properties of a crystalline material. Whether it is a semiconductor or an insulator,
in an XRD system a regular array of atoms is needed to get structural information
on the specimen to be analyzed. In an XRD instrument, a focused source of X-rays
illuminates a crystalline sample placed in a goniometer (a mount with selectable
angle orientations) and the elastic scattering of the X-rays with electrons of the
crystal’s atoms form constructive or destructive interference according to Bragg’s
law:
2d sinθ = nλ
where d is the spacing between crystal planes, θ is the Bragg’s angle, n is an integer
representing the order of diffraction and λ is the wavelength of the X-ray source.
Rotating the goniometer causes the angle of the incident beam to vary and, as the
detector rotates as well, the diffraction pattern is fomed and can be investigated. An
XRD pattern provides information about the degree of order inside a, supposedly
crystalline, material. For simple nanostructures, the XRD pattern needs to be very
clear with narrow peaks on the diffractogram to indicate oriented growth.
To characterize the crystalline structure of the ZnO nanorods grown, an XRD pattern
was taken with a PANalytical Empyrean diffraction system. A θ-2θ scan on a vertical
goniometer is performed with Cu K-α radiation (λ = 1,5405980 Å), a generator
voltage of 40 kV and a tube current of 30 mA. In Fig. 3.28 is reported the XRD
pattern of a sample grown from the 20 mM solution.
Fig. 3.27: PANalytical XRD diffractometer at x-ray laboratory of DICAM at Università degli
Studi di Palermo.
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Fig. 3.28: XRD pattern of the zinc oxide nanorod layer grown from the 20 mM solution.
The strong diffraction peaks which are located at 34.4° and 72.7° are in good
correspondence with those reported for ZnO (002) and ZnO (004) planes in JCPDS
#36-1451. This result confirms that the hydrothermal growth technique leads to
wurtzite nanostructures with marked vertical orientation.
3.4 Organic Conversion Layer Preparation and
Deposition
The conversion layer used in HWLEDs is composed of an organic dye and a polymer
matrix that could build up a solid structure for the dye. The choice of both element
must respond to some features that are needed for the industrial standards of mass
production. A list of possible requirements should include:
• low cost;
• easy processability and the possibility to cover large areas by inexpensive
deposition techniques;
• a way to tune the optical properties;
• robustness to natural deteriorating agent;
• low toxicity and an environmental-friendly disposal process . . .
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In this section, the materials used for the preparation of the organic conversion layer
(OCL) and the methods used to deposit it for the specific application in this work are
briefly described.
3.4.1 Poly(Methyl-Methacrylate) Embedding Matrix
Poly(methyl-methacrylate) (PMMA) is an organic polymer well known because it
is widely used in semiconductor lithographic processes [53]. PMMA is the polymer
of th methyl-methacrylate (MMA), which is the ester of the metacrylic acid (MAA);
it is a strong, lightweight material and, most importantly, is almost transparent in
the visible range of the electromagnetic spectrum (92% transmission). This features
allow PMMA to be often used as an alternative to glass.
The chemical formula of PMMA is (C5H8O2)n and its structure is shown in Fig.
3.29.
Fig. 3.29: Chemical structure of the repeating unit of PMMA.
Since different compositions for the industrial PMMA exist, there is no absolute glass
transition temperature: nonetheless, in literature are reported values ranging from
45 °C to 140 °C [54] are reported. For this reason, PMMA appears like a solid glass
at room temperature.
Usually, PMMA is obtained by radical polymerization of MMA but in this work
the material used is in powder form and dissolved in an organic solvent for easier
handling during the casting process. Among all of the known solvents that can be
used [55], ethyl acetate (Sigma-Aldrich, 99.8%) has been chosen for two reasons:
one is that for its volatility it is suitable for casting processes where fast drying
is required, and the other because it is one of the less dangerous alcohol-based
solvent.
Two types of PMMA (Sigma-Aldrich) are used in this work: one at 350,000 average
MW and the other at 996,000 average MW .
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Fig. 3.30: A picture of the chemicals used for the preparation of the OCL.
3.4.2 BASF Lumogen F Dyes
As discussed previously, using phosphors made of rare-earth mixtures (e.g., Ce:YAG,
etc.) as wavelength converters, is a well consolidated process but still in some cases
very expensive and with relatively poor balance between color rendering properties
and luminous efficiency. The use of organic dyes can offer a better conversion
efficiency (CE) and higher degree of color tunability. It is reported that the CE of
some organic dyes can reach values higher than 95% [56], whereas inorganic dyes
have CE around 90% (see Table 3.3).
Tab. 3.3: Conversion efficiency of some commercial phosphors [57].








In this work, organic luminescent dyes based on a perylene molecule were used.
These materials were supplied by BASF SE and commercialized under the name
“Lumogen F series”. The Lumogen dyes have high resistance to weathering and
show low migration phenomena; they can resist to temperatures up to 300°C (in
PMMA) and they can also be disperded very easily. Differently from other organic
dyes used for lighting applications, Lumogen is in powder form and can be dissolved
in common organic solvents [58].
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Fig. 3.31: A picture of Lumogen F Yellow 083 powder.
Previous works on the use of Lumogen for color conversion applications [59] and
as fluorescent solar collector [60] have been published, proving that its use can be
fitted to visible light-emitting devices.
A dye for frequency down-conversion must have its absorption spectrum that com-
pletely overlaps with the emission spectrum of the pump source: Lumogen dyes have
a wide absorbtion spectrum and this also allows the user to have much freedom in
the choice of the pump wavelength. For example, the absorption range of Lumogen
F Yellow 083 shown in Fig. 3.32, it can be seen that one could choose pump LEDs
emitting from 400 nm to 450 nm, whereas care must be taken when using higher
wavelength sources because of the overlapping with the emission spectrum of the
dye that could cause self-absorption phenomena.
Fig. 3.32: Absorption and emission spectra of Lumogen F Yellow 083. (source: BASF
Lumogen F Yellow 083 Technical Datasheet).
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3.4.3 Deposition of the Conversion Layer
To obtain an HWLED, different organic conversion solutions can be prepared choos-
ing either the concentration of the chemicals or the molar mass of the PMMA
incorporated. In any case, the density of the solution is affected but, when choosing
two solutions with the same viscosity, the dye shows more resistance to to dissolve
in the solution using the PMMA with the higher molecular weight. Ethyl acetate
solutions at 11% (w/w) prepared with PMMA at MW = 350,000 and 0.5 g/L of
Lumogen F Yellow are obtained by stirring the materials in small bottles without any
heating for one night, with no direct natural or artificial light source shining on the
solution. The bottles are then stored in air tight containers in a dark area.
The deposition technique of the conversion layer depends on the coating profile that
is required for the white LED. For special conversion layer configurations, like remote
coating or conformal coating, complex instruments may be required. Conventional
coating in a traditional white LED is obtained by dispensing a droplet of the phosphor,
dispersed in a silicone resin, onto the packaged device [11].
Fig. 3.33: Cammax Precima spin-coater at the Thin Films Laboratory of DEIM of Università
degli Studi di Palermo
In flip-chip HWLEDs the deposition of the OCL can be obtained by spin-coating
the material on the sapphire bare side of the LED. A spin coater is an instrument
with a rotating disk, named “chuck”, that is used to spread a liquid coating on a
sample with the centrifugal force of the rotation. The rotational speed can be set
to a specific value, while vacuum is applied through the center of the disk to help
keeping the sample steady and flat against the chuck (see Fig. 3.33). For liquids with
moderate viscosity, a precise control of the thickness of the spin-coated material can
be achieved [61]. High-viscosity liquids are more difficult to spin, since the drying
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process of the solvent could end before the polymer lays evenly on the device surface.
For nanostructured HWLEDs, the OCL can also be spin-coated but, according to the
technique adopted, the deposition can be performed before or after the processing
of the metal contacts of the device.
Since a spin coater can have several setting parameters, it is easier to have specific
control of the OCL thickness (and, therefore, of the color obtained for the HWLED);
in this way, the binning of the white LED can be reduced to obtain commercial
devices with a lower spread on color emission characteristics.
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4Device Performances and
Comparisons
In this chapter, the performances of the HWLEDs processed are analyzed. First,
the device that makes use of the nanostructured ZnO on a GaN thin film is shown;
the layout process and the measurements are explained in detail. Afterwards, the
HWLED obtained with a standard GaN/InGaN blue LED is tested, along with the
possibility to obtain a tuning of the emission color by incorporation of mixed dyes in
the polymer matrix of the OCL.
4.1 Nano-ZnO/GaN HWLED
4.1.1 Device Fabrication
For a better understanding of the fabrication process it is useful to show the proposed
geometry for the device to be fabricated as in Fig. 4.1.
Fig. 4.1: Sketch of the nano-ZnO/GaN diode.
The p-GaN film, grown by MOVPE, is cleaned with acetone and isopropanol in a
ultrasonic bath for 15 minutes. At the end of the cleaning the sample is dried with
compressed air. Then, the sample is spin-coated with Shipley Microposit S1805
photoresist for 60 s at 2700 rpm and placed in a laser direct writing machine for
the anular bottom contact lithographic definition. After the writing, the sample is
developed with MF319 for 75 s. Once the metal contacts for the bottom contacts are
deposited, the lift-off process of the residual photoresist is carried on with acetone.
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Then, a new lithography process is required to open the circular windows for the
growth of ZnO nanorods (see Fig. 4.2).
Fig. 4.2: Lithographic mask engineered with Electric VLSI Design System: in the lower
part of the figure the diameters of the circular contact for the ZnO nanorods are
reported.
After developing the sample, it is placed in a beaker with the hydrothermal solution
and heated for 4 hours to obtain around 10 µm long nanorods. At the end of the
growth, the sample is rinsed with bi-distilled water and blown dried with compressed
air. Finally, the metal top contact is deposited and the lift-off process reveals the
final device, shown in Fig. 4.3.
Fig. 4.3: (Left) picture of the finished sample; (right) optical microscope picture of the
nano-ZnO/GaN diode: the top contact has a diameter of 200 µm and the spacing
between the top and bottom contact is 3 µm; the pad for GaN probing of the
device is a (200 x 200) µm square.
The metal contacts can be evaporated with two techniques: for metals with low
melting point, a thermal evaporator (also CO2 laser-assisted) is used, for other
metals with higher values of melting point an electron beam evaporator comes into
help.
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For the deposition of the OCL, a drop of the PMMA solution with the dye is placed
on the sample about 1 cm away from the device and then spin-coated at 2000 rpm
for 30 s; the zone with the square pad on GaN is cleaned with a cotton swab dipped
in acetone, whereas the nanorod zone remains filled with the dyed polymer.
4.1.2 Characterization and Analysis
The device is placed on a probe station equipped with two micromanipulators
(Electroglas Inc.) with tungsten probes, and the manipulators are connected to
an external power supply (see Fig. 4.4). The emission of the diode is collected
with 50 µm core optical fiber and directed to a USB spectrometer (Ocean Optics
HR4000) connected to a laptop. The software for the acquisition of the spectra and
the chromatic coordinates is Ocean Optics Spectra Suite.
Fig. 4.4: Optical microscope picture of an operating nano-ZnO/GaN device.
At the beginning of the analysis, a couple of devices without the OCL are considered.
The first noticeable feature is deduced by the current-voltage curves of the LEDs
(see Figg. 4.5 and 4.6). All of the devices show a diode exponential characteristic
but with a fairly high forward voltage value of about 6-7 V. The first reason of this
behaviour is of course the metal used for contacting the GaN: in this case, Ti/Au is
used whereas for p-GaN the suggested couple should be Ni/Au. Unfortunately, the
facilities used could not provide the deposition of the desired metals, therefore the
injection characteristics can be definitely improved. The other reason for the high
forward voltage could be the absence of doping in ZnO: on this work the intrinsic
n-type properties of ZnO were exploited because there is still no advance in literature
concerning the hydrothermal doping of ZnO. For example Croxall et al. in 1974
proved that incorporation of lithium is possible [62], but so far there is no evidence
that this method leads to the spontaneous formation of aligned nanorods; besides,
and most importantly, lithium is not a donor.
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Fig. 4.5: V-I curves of the nano-ZnO/GaN diode with (top) a 100 µm top contact and
(bottom) a 200 µm top contact.
It is also noticeable that most of the curves do not have an abrupt turn-on voltage
and also start bending at around 14 V. These non-idealities can be identified as
follows:
• for the sub-threshold conduction, a current can be due to transport through sur-
face states of the ZnO nanorods. This can be modeled with a shunt resistance,
parallel to the diode.
• the curve bending effect at high voltages is mainly due to high-injection of
carriers which cause a voltage drop in the quasi-neutral regions. This is
modeled with a series resistance to the diode.
The inspection of the emission spectra reveals an interesting result. As light is
emitted, with increasing driving current, there is a blue-shift of the emission curve
(Fig. 4.7): this could be attributed to the fact that the recombination process at low
injection current is dominated by conduction-acceptor transitions in p-GaN (typical
at 440 nm emission) and, as the current increases, the luminescence approaches to
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Fig. 4.6: V-I curves of the nano-ZnO/GaN diode with (top) a 200 µm top contact and
(bottom) a 500 µm top contact.
ZnO recombination due to oxygen vacancies [63]. Nonetheless, at 40 mA, light is
emitted at a peak of about 405 nm and with a FWHM around 40 nm.

























Fig. 4.7: Emission spectra of the blue nano-ZnO/GaN LED. A spectral blue shift is experi-
enced at high injection currents.
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This high value of FWHM is not a drawback when thinking to white LEDs: a higher
content of wavelengths contributes to increase the CRI of the final device. In spite of
what reported by several authors, there is also no yellow luminescence, typical of
trapped impurities or oxygen vacancies, indicating that there is a very low defect
content in the nanorods grown [64, 65, 66]. In Fig. 4.8, the emission spectrum of
the device with the incorporated PMMA layer is reported.



















Fig. 4.8: Emission spectrum of the nano-ZnO/GaN HWLED.
The broad band in the range between 500 nm and 600 nm is clearly due to the
emission of the Lumogen dye: the peak at 490 nm, partially re-absorbed by the
dye itself, and the peak at 530 nm can also be found in Fig. 3.32. The power
emitted at 400 nm is measured with a Newport Power Meter (mod. 1815-C) and
a silicon photodetector (mod. 818-UV): the recorded value is 0.8 µW and the
resulting luminous flux is 0.013 lm. Despite the low optical power, the chromaticity
coordinates for this HWLED are (0.25;0.31) which puts the emission very close to
the equal energy point (see Fig. 4.9) with a CCT of 12049 K and a CRI of 69: for an
undoped ZnO-based device, the results are very promising.















Fig. 4.9: Chromaticity coordinates of nano-ZnO/GaN HWLED’s emission: the hollow point
is the equal energy point, the red point is the emission color.
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4.2 GaN/InGaN HWLED
4.2.1 Device Fabrication
The GaN/InGaN-on-sapphire wafer supplied by NOVAGAN Sàrl contains high-
brightness LED that are specifically tuned, with quantum wells, to emit blue light at
450 nm. The device are grown in a mesa configuration and coated with the most
appropriate metal for each semiconductor side (Ti/Au for n-GaN and Ni/Au for
p-GaN). In Fig. 4.10 is shown one sixth of a 2” processed wafer.
Fig. 4.10: NOVAGAN GaN/InGaN-on-sapphire chip of 2” wafer.
The wafer is spin-coated with the chuck speed ramping up at 1250 rpm for 30
s. After the coating phase is complete, the OCL is visually inspected. The layer
appears translucent and well dried, thus there is no need to place the device in the
oven (this phase is needed when the solvent does not dry completely even after the
spin-coating). The sample appears as shown in Fig. 4.11.
Fig. 4.11: Coated GaN/InGaN HWLEDs.
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4.2.2 Characterization and Analysis
The sample is placed on the probe station and its light is captured while the current
of the device is monitored by a power supply. All of the photometric parameters are
taken at 20 mA. The emission spectrum is shown in Fig. 4.12.
















Fig. 4.12: Emission spectrum of the spin-coated GaN/InGaN HWLED.
A very weak band appears in the broad band between 500 nm and 600 nm, whereas
the source pump at 450 nm is still clearly visible and mostly un-converted. The
luminescence of the dye is so weak that even the emission peaks are quenched in
such a configuration. The luminous flux measured is 4.80 lm and the luminous
efficacy is 64.19 lm/W whereas, undere these conditions, the CCT and the CRI are
not even measurable since the values have no physical meaning. In fact the point
(0.19;0.14) is still too close to the border of the CIE 1931 color space. In Fig. 4.13,
the chromaticity diagram of this HWLED is reported.















Fig. 4.13: Chromaticity coordinates of the spin-coated GaN/InGaN HWLED.
Since the frequency down-conversion was very poor, the OCL is washed away with
an acetone bath, the wafer is rinsed with distilled water and a new sample with two
successive spin coating is prepared. Extra-care needs to be taken when performing
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multiple coating since, when pouring the solution on the sample that was already
spin-coated once, the liquid solvent slowly dissolves the underlying layer, therefore
introducing an un-controlled variable. For this reason, after the first deposition,
pouring the solution for the second time must be rapidly done. Then the output
spectrum and the chromaticity coordinates of the HWLED twicely spin-coated are
captured (Figg. 4.14 and 4.15).
















Fig. 4.14: Emission spectrum of the GaN/InGaN HWLED spin-coated twice.















Fig. 4.15: Chromaticity coordinates of the GaN/InGaN HWLED spin-coated twice.
This time a considerable effect of excitation of the Lumogen is perceptible in both
diagrams. The luminous flux raised 6.98 lm and the luminous efficacy has a value
of 95.89 lm/W. The coordinates of the point move towards (0.26;0.31), whereas
the computed CCT is 11456 K and the CRI is 71. Interestingly, the chromaticity
coordinates of this device have a difference of only 0.01 on the x coordinate of
the nano-ZnO/GaN HWLED tested previously, but here the CRI is 2 points higher.
Though the numbers may not look impressive, the result is already comparable to
most of the commercial low-power LEDs [67, 68, 69].
Of course, one could repeat the spin-coating deposition several times but this could
represent a time-consuming process for the industry. In the large scale production of
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white LEDs, it is common to completely cover the blue LED by dipping it into the
conversion phosphor resin. Therefore, this technique is as well discussed.
The OCL is again washed away in a bath of acetone and the wafer rinsed with
distilled water, then the clean sample is dipped in the conversion solution and
quickly taken out to dry at ambient conditions. After complete evaporation of the
solvent, the contact side is gently cleaned with a sterilized cotton swab that was
immersed in acetone (see Fig. 4.16).
Fig. 4.16: The contact side of the HWLED is cleaned with a cotton swab immersed in acetone
after dipping the wafer in the solution with the frequency down-conversion
material.
At the end of the cleaning process, the output spectrum and the chromaticity coordi-
nates are again recorded and plotted in Figg. 4.17 and 4.18.
















Fig. 4.17: Emission spectrum of the dip-coated GaN/InGaN HWLED.
A noticeable effect stands out in the emission spectrum: the shape of the lumines-
cence curve of Lumogen is not particularly defined like in the previous cases. This is
very probably due to the fact that the dip-coating process is not as uniform as the
spin-coating, with the possibility that thick-deposited zones lie very close to thinner
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zones: not only this causes the spectrum to have an hardly predictable shape but
also, most importantly, the binning of the HWLED is increased in such a manner that
two devices next to each other in the same wafer could have a big difference in their
color coordinates.
Nevertheless, the photometric parameters are outstanding: the best dip-coated result
led to a luminous flux of 9,37 lm with a luminous efficacy of 118.23 lm/W [70].
Due to the high portion of electroluminescence in the region between 475 nm and
525 nm, the content of light-blu/green is very evident in the CIE color space: at the
point (0.27;0.36), while the CCT decreased to a warmer temperature of 8414 K, the
CRI decreased to 58.















Fig. 4.18: Chromaticity coordinates of the dip-coated GaN/InGaN HWLED.
The technique surely brings the best photometric results but not certainly the best col-
orimetric ones. The table below summarizes the results obtained for the GaN/InGaN
HWLED.










Single spin-coating 4.80 64.19 (0.19;0.14) - -
Double spin-coating 6.98 95.89 (0.26;0.31) 11456 71
Dip-coating 9.37 118.23 (0.27;0.36) 8414 58
As a matter of fact, the HWLEDs produced so far have been lacking in CRI and
since the audience of the LED show is very large, some customers may consider this
unacceptable.
Higher color-rendering index values can in general be obtained with a warmer white.
So, just like inorganic red phosphors can be added to the formulation of the typical
Ce:YAG, it is natural to ask whether the addition of a red organic dye could help
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in obtaining a warm HWLED. To this purpose, the F Red 305 is the corresponding
perylene-based dye of the Lumogen family by BASF.
A careful inspection of the absorption/emission curves of Fig. 4.19 reveals that the
emission of the yellow dye well overlaps with the absorption of the red one. This
suggests that, just by choosing the amount of dyes to be mixed, one could tune the
emission of the HWLED, obtaining a double frequency down-conversion process:
one from blue to yellow and the other from yellow to red.
Fig. 4.19: Absorption and emission spectra of Lumogen F Red 305. (source: BASF Lumogen
F Red 305 Technical Datahseet).
In order to exploit the effect of the concentration of the organic dyes, four coating
solutions with different red to yellow ratio were prepared: for the solutions MIX1,
MIX2, MIX3, MIX4, the concentration of Lumogen Yellow was kept at 0.5 g/L
whereas the Lumogen Red was added respectively to reach concentrations of 0.05
g/L, 0.1 g/L, 0.2 g/L, 0.5 g/L.
In the first experiment, the HWLEDs are dip-coated in the solutions. The spectra and
the chromatic point in Figg. 4.20 and 4.21 labeled as W1 correspond to the HWLED
dip-coated in solution MIX1, whereas the one labeled W2 correspond to the HWLED
dip-coated in solution MIX2, and so on. A self-constructed dip-coater is used for
these experiments to improve the reproducibility of the results.
The results show that the emission of the HWLEDs contains also the luminescence
of the Lumogen Red and this is confirmed by the widened broad band peaked at
600 nm; still, the spectra are missing some yellow component since the chromaticity
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coordinates lie too much under the planckian locus. The values of CCT and the CRI
are summarized in Table 4.2.




















Fig. 4.20: Emission spectra of the GaN/InGaN HWLEDs dip-coated in the mixed dyes
solutions.
Fig. 4.21: Chromaticity coordinates of the GaN/InGaN HWLEDs dip-coated in the mixed
dyes solutions.
Tab. 4.2: Correlated color temperature and CRI of light emitted by LEDs W1-W4.
Sample W1 W2 W3 W4
CCT (K) - 74660 9903 5293
CRI - 85 86 63
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In the next experiment, a first dip-coating was performed in a simple yellow solution,
then a second dip-coating was made with the mixed dye solutions. The results are
shown in Figg. 4.22 and 4.23 and summarized in Table 4.3.




















Fig. 4.22: Emission spectra of the GaN/InGaN HWLEDs dip-coated first in the yellow solu-
tion and then in the mixed dyes solutions.

















Fig. 4.23: Chromaticity coordinates of the GaN/InGaN HWLEDs dip-coated first in the
yellow solution and then in the mixed dyes solutions.
Tab. 4.3: Correlated color temperature and CRI of light emitted by LEDs W5-W8.
Sample W5 W6 W7 W8
CCT (K) 13523 9239 11491 2159
CRI 78 90 62 32
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The obtained result is definitely acceptable for a cold white HWLED, especially
considering W6 and its CRI of 90, but still not enough for a warm white one. In
the last experiment, a first dip-coating in the yellow solution and two successive
dip-coatings in the mixed dyes solutions were carried out. The results are shown in
Figg. 4.24 and 4.25 and summarized in Table 4.4.




















Fig. 4.24: Emission spectra of the GaN/InGaN HWLEDs dip-coated first in the yellow solu-
tion and then twice in the mixed dyes solutions.


















Fig. 4.25: Chromaticity coordinates of the GaN/InGaN HWLEDs dip-coated first in the
yellow solution and then twice in the mixed dyes solutions.
The final results show that though the CCT of the HWLEDs effectively decreased,
also the CRI can suffer a little if the distance of the cromaticity coordinate of the
LED’s emission to the standard illuminant is high. The performances of the HWLED
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Tab. 4.4: Correlated color temperature and CRI of light emitted by LEDs W9-W12.
Sample W9 W10 W11 W12
CCT (K) 9587 5966 5369 3912
CRI 64 66 76 87
W12 show that a clever distribution of the mixing of the dyes and of the thicknesses
of the OCLs can lead to optimal results in terms of tuning of color temperature
[71].
It must be pointed out that the parameters that can be set by the dip-coater are the
velocity and the acceleration of the extraction of the sample in the solution, but
there was no control on any kind of tilting of the sample. That said, the spectra are
quite correlated and show congruent data that support the theory concerning the
benefits of adopting organic dyes as good substitutes for traditional phosphors.
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5Stability of the Organic
Conversion Layer
One of the major obstacles that limit the use of organic compounds for lighting
purposes is the limited stability of the luminescent materials [72, 73]. Quantum
structures or the use of nanoparticles introduced in the polymer matrices of the OCL
are promising techniques [74] but their high cost make these solutions not much
prone to the large scale production.
It is well known that organic compounds suffer from low chemical stability. The
UV photodegradation of dyes is a widely documented process but also embedding
polymers can exhibit significant bleaching caused by chemicophysical agents [75,
76, 77]. Since PMMA is one the most widely used polymers for these applications,
its stability needs to be investigated. In this chapter the results of the degradation of
the OCL under prolonged irradiation of the pump source are presented.
5.1 Spectral Degradation and Color Shift of HWLEDs
The stability of white light-emitting diodes is a problem that can be of an importance
that goes beyond mere aesthetic issues. In some applications, like in museums or
hospitals, mantaining a constant color is required since objects are evaluated by
their color. It is also quite curious that the standards for the life time of luminaires
give indications for the lumen output of SSL sources and do not specify any color
stability parameter.
However, the degradation of an HWLED is quite noticeable when analyzing the
emission spectra and the corresponding color shift. For the emission in Fig. 5.2, the
light output of the HWLED is monitored using the setup in in Fig. 5.1 during 210
minutes of constant driving current at 20 mA. The charge-coupled device (CCD) of
the spectrometer senses a relative intensity change of the 450-nm emission peak
from 1500 to 6500 photon counts. The fluorescence of the dye remains almost
unchanged, meaning that Lumogen becomes less sensitive to the increasing intensity
of the pump source. Moreover, not only does the dye visually bleach but the PMMA
itself could be affected by the exposure to the source [78, 79]. The reasons for this
degradation can be ascribed to thermal and optical stresses and they will be carefully
analyzed in sections 5.2.1 and 5.2.2.
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Fig. 5.1: Experimental setup used for the optical characterization of the HWLED. The metal
contacts of the LED are probed with two micromanipulators on a probe station
(PS) connected to a programmable source meter unit (SM). A laptop (PC) acquires
the V–I characteristics of the diode through a USB interface (DAQ) while the
light output of the LED is recorded with an optical fiber (OF) connected to a
USB spectrometer (SPM); the source meter unit is able to perform programmable
constant current driving.
The CIE (x;y) chromatic coordinates of the HWLED (0.30;0.39) moved towards the
point at (0.21;0.23) (see Figg. 5.3 and 5.4).






















Fig. 5.2: Emission spectra of the HWLED collected during an optical stability test consisting
of 210 min of constant driving current operation.
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Fig. 5.3: Chromaticity shift of the HWLED color emission in the CIE plot.




The purpose of the thermal stability test is to exclude any connection between the
degradation of the organic coating and the operating temperature at the interface
between the conversion layer and the sapphire side of the HWLED. The theory is
supported by the fact that sapphire has a high thermal conductivity (40 W/m·K at
25°C), so the heat from the low-power LED can flow through the substrate in the
flip-chip configuration. While direct measurement on the diode is a very hard task,
the value of the temperature is extrapolated using an experiment.
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Fig. 5.5: Experimental setup used for the thermal characterization of the HWLED. The wafer
is positioned on a thermoelectric generator (TEG) driven by a specific controller
(TCONT) while the temperature of the sapphire substrate is monitored with a
thermocouple (TC) connected to a digital reader (TREAD).
The V–I characteristics of the bare blue LED are plotted when heating the wafer from
ambient temperature (25°C) to 45°C, 50°C, 70°C, and 80°C using a thermoelectric
generator (TEG) connected to a Newport 325 temperature controller (see Fig. 5.5);
the set of curves is then compared with the V–I characteristic resulting from a stress
test on the LED when lit for 1 h. Since the curve of the diode after the stress test
lies above the curve plotted at 25°C and well below the one at 45°C (see the dashed
curve in Fig. 5.6), it is possible to reasonably confirm that any organic degradation
cannot be ascribable to the rise in temperature at the interface between the PMMA
and the sapphire.
Fig. 5.6: V–I characteristic plots of the blue LED recorded with increasing operating temper-
ature set by an external thermoelectric generator.
5.2 Stability Issues 67
5.2.2 Optical Stability
To further investigate whether the light of the LED interacts with the polymer, a film
of PMMA is prepared without addition of the dye and then exposed to the blue light
for 100 h. The UV–VIS spectrum reported in Fig. 5.7 shows about a 3% change
in the absorption around 450 nm. To obtain more information, FT-IR analysis was
performed.
Fig. 5.7: UV–VIS absorption spectrum of two samples: the red solid curve represents the
absorbance of an unexposed PMMA membrane; the blue dashed curve is the
spectrum of a membrane exposed for 100 h to the blue light.
The pattern in Fig. 5.8 has an inset showing the magnified wavenumber region where
the difference between the spectra is more prominent. No position modification
is evidenced, but the peak located at 1735 cm−1 (stretching of COO– of ester
group) shows an intensity variation which corresponds to a modification in some
esteric groups of the PMMA’s entanglement. A consequence of this change is also
demonstrated by a less evident lowering of the bands from 1150 cm−1 to 1270 cm−1
and from 1350 cm−1 to 1500 cm−1, which correspond to C–O and C–H stretching.
This variation is consistent with literature [80].
Thus, a weak degradation phenomenon in the polymer also occurs due to decompo-
sition of the ester group activated by the LED visible light.
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Fig. 5.8: FT-IR spectrum of a PMMA membrane. The dashed curve in the inset shows
a magnified portion of the IR spectrum around 1730 cm−1, indicating that the
absorbance of the COO– group lowers when the PMMA film is exposed to the blue
light of the LED with respect to an unexposed polymer film.
5.3 Improving the Stability of Organic Fluorescent
Coatings in HWLEDs
In this section, three methods for improving the stability of the conversion layer
are presented. The first deals with UV curing of the solution containing PMMA; the
second method uses a polymer with different average molecular weight; the third
method makes use of a different polymer concentration in the prepared solution.
The curing process generally involves modification of the structure of the polymer
that eventually acts as a protective matrix for the dye. Changing the composition
of the solution using a polymer with higher MW , or preparing a more concentrated
one, slows down the process of photooxidation of the polymer chain.
The curing time, the choice of a different PMMA, and a higher concentration value of
the solution are chosen as optimum values for the experiments to be performed. All
of the tests are conducted for 210 min at 20 mA constant current. For each method,
the emission spectra recorded at the beginning and end of each test are reported.
Table 5.1 summarizes the shift of the chromatic coordinates of the HWLEDs for the
three methods proposed.
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5.3.1 PMMA UV Curing
A solution is prepared by dissolving PMMA powder in ethyl acetate; after stirring,
the solution is cured with a UV lamp for 1 h. In the following step, the dye
is incorporated and the conversion layer spin-coated onto the wafer. After the
treatment, a noticeable stabilization effect is clearly visible, since both the spectra
growth and the variation in the CIE chromatic coordinates are reduced. Fig. 5.10
shows the emission spectrum, which reveals that the organic layer is less sensitive to
the pump source: the wavelength peak at 450 nm shows a smaller change in intensity,
while the chromatic coordinates exhibit a variation ∆(x;y) equal to -(0.03;0.08) (Fig.
5.11). The UV light modifies the structure of the polymer in a way that protects
the incorporated dye. The drawing in Fig. 5.9 shows the key steps involved in the
process adopted.
Fig. 5.9: Steps involved in the proposed process for improvement of the stability of PMMA
in HWLEDs: (a) UV exposure, (b) incorporation of yellow dye, (c) spin-coating of
the conversion layer, and (d) finished coated wafer.
Fig. 5.10: Spectra of HWLEDs prepared using an UV-cured PMMA.
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Fig. 5.11: Chromaticity coordinates, as a function of time, of HWLEDs prepared using an
UV-cured PMMA.
5.3.2 Using a PMMA with Different MW
A new solution is prepared using PMMA with average molecular weight MW=996,000.
The concentration of the solution is kept at 11% (w/w). The chromatic coordinates
are more stable with respect to the case of the UV-curing method: the measured
∆(x;y) shift is -(0.01;0.04) (Fig. 5.12), while the recorded spectra revealed a small
change in the emission of the HWLED (Fig. 5.13). This method is effective, but the
experimental procedure showed difficulties since incorporation of the dye is very
time consuming for the solution with a long-chain polymer dissolved in it.
Fig. 5.12: Spectra of HWLEDs prepared using a PMMA with higher MW .
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Fig. 5.13: Chromaticity coordinates, as a function of time, of HWLEDs prepared using a
PMMA with higher MW .
5.3.3 Changing the Solution Concentration
The last method for improving the stability of the conversion layer also makes use of
PMMA with MW= 350,000, but the concentration of the solution is raised to 18%
(w/w). Fig. 5.14 shows the results for the emission spectra, revealing almost no
change. For this last case, the chromatic shift ∆(x;y) is equal to -(0.01;0.02) (Fig.
5.15). Though this method proved to be the best of the three proposed, spin-coating
a high-viscosity polymer solution is a complex task that hardly yields results in terms
of the perfectly reproducible spectra.
Fig. 5.14: Spectra of HWLEDs prepared using a more concentrated solution.
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Fig. 5.15: Chromaticity coordinates, as a function of time, of HWLEDs prepared using a
more concentrated solution.
Therefore, all three methods proved to be effective concerning the emission spectra
and the shift in the CIE chromatic coordinates during 210 min of constant drive.
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6Conclusions
The goal of this research was to analyze in deep detail the solutions proposed to
valorize the Hybrid White Light-Emitting Diode technology. LEDs are optoelectronics
devices based on the emission properties of semiconductors that can be engineered
enough to fully replace any kind of luminaire in the future, and impose the value of
SSL in the market both for economical and for energy saving reasons. The diffusion
of more and more efficient sources pushes continuously the researchers to explore
new ideas applied to material science.
In this work, two main subjects were studied. First, organic dyes that, when
compared with conventional inorganic phosphors for color conversion in white LED,
show their advantages for the high conversion efficiency. Second, re-designing the
blue sources with the use of nanostructures, obtained with a low-cost technique,
which leaves enough space to further improvements of the performances of the
devices.
At first, the dissertation presented the materials investigated: GaN and ZnO, the
former being the most diffuse III-V compound (together with its alloys) that with
its remarkable optical properties leads the market of blue and white LEDs, and the
latter being a promising candidate as an allied material to nitride semiconductors.
The second chapter explained the theory behind the light-emitting diode technology,
with definitions useful for the understanding of the content of this work, and the
motivations beyond the development of HWLEDs, especially when nanostructured.
In chapter three, the experimental section dedicated to the development of the
materials used in this work is detailed along with the description of the physical
properties of the materials. For the GaN section, the MOVPE growth of p-type
semiconductor was described. The morphological characterization of some samples
grown at CNRS-CRHEA in Valbonne (France) was performed with AFM and optical
microscope, and also the electrical characterization methods using C-V measurements
and Hall Effect were presented. The investigation was followed by the analysis of
low-temperature PL of p-GaN. In the ZnO section, extensive information were given
concerning the growth mechanism of ZnO nanorods on various type of substrates.
The SEM and XRD analyses of the material grown on GaN thin films show that a well-
aligned structure can be achieved with the hydrothermal growth, a low-temperature
acqueous chemical growth technique, without making use of seed or nucleation
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layers. The results obtained show the potential of this technique: nanostructuring
heterojunction devices at low-cost is possible and the growth parameter can be
controlled to obtain the desired density of nanostructures. The chapter ended with
the details on the preparation of the organic conversion layer making use of PMMA
and Lumogen F Yellow, a perylene-based dye.
Chapter four showed the results of two working devices. The first, a nanostructured
ZnO/GaN-based diode, showed blue/violet light output at 405 nm with a peaked
emission band. Proof of the realization of the junction was given with the I-V curves,
obtained for several devices tested, which followed a rectifying behaviour. When
combined with the organic conversion layer, a cold white emission was achieved
with impressive chromaticity coordinates (0.25;0.31) on the CIE 1931 plot. On
the other hand, the output power of the HWLED was quite low: this effect was
attributed to the absence of doping in ZnO and to the choice of the metals adopted
for the GaN contact that did not allow proper electrical injection. The second device
was obtained using low-power high-brightness GaN/InGaN blue LEDs provided by
NOVAGAN Sàrl, a spin-off of the of the École Polytechnique Fédérale de Lausanne
(Switzerland). The devices were coated with the organic conversion layer following
different techniques: record values of luminous flux and luminous efficacy of 9.37 lm
and 118.23 lm/W respectively were achieved, obtaining a HWLED with chromaticity
coordinates of (0.27;0.36). The low CRI recorded was a problem that was eventually
solved with the adoption of a mix of yellow and red Lumogen dyes: the best device
obtained with this technique showed a CRI of 90, whereas the “warmest” HWLED
had a CCT of 3912 K.
Chapter five explored the degradation of the organic coating, while showing that
almost 4 hours of continuous current drive severly degraded the color performances
of the device. A series of experiments were conducted to explore on the thermal and
optical stability of the dye and the encapsulating matrix, showing that the visible
light of the blue LED pump source can affect the photostability of the coating. Three
effective methods were also proposed to improve the stability of the conversion layer,
each one with its advantages and drawbacks.
So far, much research on nanoscale LEDs has been done but there are still several
aspects that need to be explored. The numerous possibilities offered by the material
engineering show that this field is continuously evolving, producing always more
efficient structures. Much effort in this direction is still under way in the Thin Films
Laboratory of the Università degli Studi di Palermo, where I could spend three years
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Nanosystems, Spintronics and Technological Applications, Chapter 12, edited by
D. Persano Adorno and S. Pokutnyi, Nova Science Publishers, New York, 2014.
ISBN: 978-1-63321-788-1.
Research Period Spent Abroad
• May 2015 - October 2015: Internship at the Equipe Nano of the CNRS - Centre
de Recherche sur l’Hétéro-Epitaxie et ses Application in Valbonne (France).
Advisor: Dr. Jesús Zúñiga-Pérez.
Professional Qualifications
• Since September 2013: member of SPIE - the international society for optics
and photonics.
• Since January 2014: member of IEEE - Institute of Electrical and Electronics
Engineers.
• Since October 2014: member of AIGE - Associazione Italiana Gruppo Elettron-
ica.
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